
  Ser e e - Thick plate design and efficient gas
recombination yield a service life expectancy of up to 10 years in
standby mode.

  I ter a  Res sta e - Superb high-rate discharge
characteristics ensure reliable performance in UPS and Telecom
applications.

 a te a e ree  N Sp a e - Proven VRLA technology
guarantees safe operation without maintenance and ‘non- restricted
article’ status for transportation.

  Se D s ar e - Lead-calcium alloy grids and use of high
purity lead account for superior shelf-life characteristics permitting
storage for extended periods of time.

 Des e I  Re a t  - Cutting-edge manufacturing and
process control combined with meticulous quality assurance
procedures guarantee consistent and dependable performance

Nominal Voltage 12V(6 cells) 
Design Floating Life @25°C 12 Years 

Nominal Capacity @25°C 

  3.20Ah       
10 hour rate 

0.308A to 10.50V 3.08Ah 

5 hour rate  
0.573A to 10.20V 2.87Ah 

3 hour rate 
0.864A to 9.90V 2.60Ah 

1 hour rate  
2.041A to 9.60V 2.04Ah 

Internal Resistance Full Charged 
Battery@25°C <45mΩ 

Energy Density (20-hr. rate) 64.81W-h/l 
Specific Energy (20-hr. rate) 29.54W-h/kg 

Shelf Life 
(nominal capacity at 20°C) 

1 Month 97% 
3 Months 91% 
6 Months 83% 

Max.Discharge Current@25°C 7 Min. 9.60A 
Max Short-Duration Discharge 

Current 10 Sec 32.0A 

Standby Use Charge 
(Constant Voltage) @25°C 

Initial Charging Current 
Less than 0.96A 

Voltage 13.7 - 13.9V 

Cycle Use Charge 
(Constant Voltage) @25°C 

Initial Charging Current 
Less than 0.96A 

Voltage 14.6 - 14.8V 

Operating Temperature Range 
Charge 0°C to 

50°C 

Discharge -20°C to 
60°C 
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 Lead Acid Battery

GENERA  EATURES 

ER OR ANCE S ECI ICATIONS

GENERA  EATURES           mm

TER INA S           mm

G 2 3.2AH

6.35

4.75

3.2
2

0.8
7.95

6.35

3.4

0.8

•  F1 - Quick disconnect tabs,
0.187” x 0.032”- Mate with
AMP. INC. FASTON “187”
series

•  F2 - Quick disconnect tabs,
0.250” x 0.032” - Mate 
with AMP. INC FASTON 
“250” series

OR

Length 134±1
Width 67±1
Height 60±1

Total Height 66±1 
Weight(kg) 1.30±3%

Unit: mm 20 hour rate 
0.160A to 10.50V 

6066

134

67
Future Green

Technology

Designed for Cycle, Standby and UPS Applications!

Pb

FGET DEEP CYCLE BATTERY

Type Voltage
Regulation

Initial
Current

Stand-by Use No Limit

14.4 - 14.7V

13.5 - 13.8V

Cycling Use 1.0A Max

Charging Instructions (at 25℃)

CAUTION

· AVOID SHORTING TERMINALS

· DO NOT CHARGE
IN A GAS TIGHT CONTAINER

· KEEP SPARKS, FLAME AWAY

FUTURE GREEN TECHNOLOGY CO., LTD.

FGET 12V3.2AH
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Charging is not
necessary unless
100% of capacity
is required.
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t re Gree  Te  C  t  
Building B, Shangsheng Industry Park, Baiyun District, Guangzhou, China. 
Email: sales@fget4u.com       Tel: +86-020-31230665
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G 2 3.2AHDeep Cycle AGM Battery
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CONSTANT CURRENT DISCHARGE RATINGS (Amperes at 25°C)

t re Gree
Te

F.V/Time 5MIN 10MIN 15MIN 30MIN 1HR 2HR 3HR 4HR 5HR 8HR 10HR 20HR 

1.60V 12.69 8.274 6.104 3.533 2.041 1.204 0.875 0.697 0.589 0.393 0.320 0.167 

1.65V 12.23 8.028 5.944 3.455 2.003 1.187 0.864 0.688 0.582 0.389 0.317 0.165 

1.70V 11.63 7.704 5.734 3.352 1.953 1.163 0.848 0.677 0.573 0.384 0.313 0.164 

1.75V 10.87 7.286 5.460 3.218 1.887 1.132 0.828 0.662 0.561 0.377 0.308 0.161 

1.80V 9.901 6.751 5.108 3.044 1.801 1.091 0.801 0.641 0.545 0.368 0.301 0.158 

1.85V 8.713 6.082 4.663 2.822 1.691 1.038 0.765 0.615 0.524 0.355 0.291 0.154 




